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SECTION 1 -  COMPANY INFORMATION 
 

Dry Clean 
 
Product usage: Cleaning agent and stain remover for textiles.  
Product type:  Paraffinic petroleum solvent. 
WHMIS Class:  B3, D2  
Hazard Rating:  Health: (2) Moderate; Fire (2) Moderate; Reactivity: (0) Insignificant  
TDG Glass: Not regulated 
 
 
Supplier name and address:              Manufacturer’s name and address  
Corporate Chemicals & Equipment                                      Refer to Supplier  
7 Neilson Street 
St. Catharines, ON L2M 5V9 
(905) 682-8888                                 Emergency Telephone# CANUTEC (613) 996-6666 
 

SECTION 2 -  HAZARDOUS INGREDIENTS 
 
 INGREDIENT    %   CAS#    TOXICITY 
 Isoparaffinic Naphtha   > 70%   64741-65-7   LD50(Oral Rats) >8 G/kg; 
          LC50 (Rats) 5.9 mg/L/4H 
 

SECTION  3 -  HAZARDS IDENTIFICATION 
 
Effects of Acute Exposure to: 
 
 Skin:   No irritation after brief contact. Prolonged contact may cause skin irritation, defatting, 
   chapping, dermatitis. 
 Eyes:   Vapors and mists may cause irritation. 
 Ingestion:  Accidental ingestion may cause burning pain in mouth, esophagus and stomach. Can 
   cause central nervous system (CNS) depression. 
 Inhalation: Irritating. Prolonged or repeated exposure or breathing very high concentrations of vapours 
   may cause headaches, nausea, and vomiting, dizziness and central nervous system (CNS) 
   depression. Chemical pneumonitis is likely if liquid is inhaled. Narcosis if vapours are 
   inhaled excessively. 
 Other:   CNS Depression characterized by headache, dizziness, nausea, vomiting, abdominal pain 
   and incoordination. Severe overexposures may lead to coma possible death due to  
   respiratory failure. 
 Chronic:  On prolonged repeated exposure may cause peripheral neuropathy, progressive disorder of 
   the nervous system. 
 

SECTION 4 -  FIRST AID MEASURES 
 

Skin:  Remove contaminated clothing immediately. Wash exposed areas with running water. Call a physician if  
  necessary. 
Eyes:  Flush with water running water for 20 minutes lifting the upper and lower eyelids occasionally. Remove contact  
  lenses.  If irritation persists, get medical attention. 
Ingestion:  Do not induce vomiting. If victim is alert and not convulsing, give 1-2 glasses of water to dilute material.  
  Immediately contact local poison control centre. Vomiting should be induced under the direction of a physician  
  or a poison control centre. If spontaneous vomiting occurs, have victim lean forward with head down to avoid  
  breathing in of vomitus, rinse mouth and administer more water. Immediately transport victim to an emergency  
  facility. 
Inhalation:  Move victim to fresh air. Give artificial respiration only if breathing has stopped. Give cardiopulmonary   
  resuscitation (CPR) if there is no is no breathing and no pulse. Obtain medical advice immediately. 
 
 
NOTE TO PHYSICIAN 
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Eyes:   May cause conjunctivitis. Stain for evidence of corneal injury. If cornea is burned, instil antibiotic steroid  
  preparation frequently. Consult ophthalmologist. 
Oral:   May cause reaction similar to petroleum or petroleum-like solvent. Danger of chemical pneumonia must be  
  weighed against toxicity when considering emptying the stomach. If lavage is performed, suggest endotracheal  
  and/or esophagoscopic control. Not likely to be absorbed in acutely toxic amounts. 
Respiratory:  Anaesthetic or narcotic effect may occur. Administer oxygen if available. Bronchodilators, expectorants, and  
  antitussives may be of help. 
Systemic: May cause myocardial irritability. Avoid epinephrine or similar acting drugs if at all possible. Consult standard  
  literature. No specific antidote.Treatment based on the sound judgement of the physician and the individual   
  reactions of the patient. 
 

SECTION 5 -  FIRE FIGHTING MEASURES 
 

 Flash point:  40 Deg. C. (TCC) 
 Flammability:  Flammable, avoid high temperatures, sparks, flames, and sources of ignition. Use with 
    adequate building ventilation. 
 Combustion Products:  Oxides of carbon 
 To Extinguish:  Dry chemical, carbon dioxide, foam, water. If using water, fog is more effective. 
 Other:   Vapours being heavier than air can travel to ignition sources. 
 

SECTION 6 -  ACCIDENTAL RELEASE MEASURES 
 
Personal Precautionary Measures: Wear appropriate protective equipment. 
Environmental Precautionary Measures: Prevent entry into sewers or streams, dike if needed. Consult local authorities. 
Procedure for Clean Up: LAND SPILL: Eliminate source of ignition. Keep public away. Prevent additional discharge of 
material, if possible to do so without hazard. Prevent spills from entering sewers, watercourses or low areas. Contain 
spilled liquid with sand or earth. Do not use combustible materials such as sawdust. Recover by pumping (use an 
explosion proof motor or hand pump), or by using a suitable absorbent. 
WATER SPILL: Eliminate sources of ignition. Warn occupants and shipping in surrounding and downwind areas of fire 
and explosion hazard and request all to stay clear. 
 

SECTION 7 -  HANDLING AND STORAGE 
 

As with all chemicals there are known and unknown effects on humans. Minimize exposure of all chemicals, including 
this product, to skin, respiratory system, and eyes. Store product in suitable labelled containers. Keep container closed 

when not in use. Rinse work area after use. Keep out of reach of children. Avoid contamination of food. Wash 
thoroughly after handling. Store in cool dry well ventilated area away from open flame and heat sources. 

 

SECTION 8 -  EXPOSURE CONTROLS & PROTECTIVE EQUIPMENT 

 
Ventilation:   Provide adequate building ventilation. Use forced air fans if necessary to keep vapour 
   below hazardous levels. 
Breathing Protection:  Suitable breathing mask if mists or vapours are present. Limit amount of product used 
   depending on ventilation. 
Skin Protection:  Impervious gloves, rubber boots, barrier cream. 
Eye Protection:  Safety glasses with side shields when there is potential for eye contact. Contact lenses 
   should not be worn as product may lodge under lens. 
 

SECTION  9 -  PHYSICAL AND CHEMICAL PROPERTIES 
 

 Appearance:   Clear colourless liquid   Density (g/ml):  0.76 
 pH as is:  Not Applicable    Freezing point:   Not known 
 pH use dilution:  Not Applicable    Boiling Point:   Not known 
 Solubility in water:  Not soluble    Evaporation Rate:  0.1 x Butyl Acetate 
 Odour:    Slight oily    Volatility (VOC):  Over 90% 
 

SECTION  10 -  REACTIVITY & STABILITY DATA 

 
Product is stable, no harmful reactivity to any common substance. Avoid strong 

oxidizers. Flammable under fire conditions. Hazardous polymerization will not occur. 
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SECTION  11 -  TOXICOLOGICAL INFORMATION  

 
Principle Routes of Exposure 
Ingestion: Low toxicity. Small amounts of liquid aspirated into the respiratory system during ingestion or from vomiting 
may cause mild to severe pulmonary injury and possibly death. 
Skin Contact: Low toxicity. Frequent or prolonged contact may irritate the skin and cause a skin rash (dermatitis). Skin 
contact may aggravate an existing dermatitis condition. 
Inhalation: High vapour/aerosol concentrations (attainable at elevated temperatures well above ambient) are irritating to 
the eyes and the respiratory tract, and may cause headaches, dizziness, anesthesia, drowsiness, unconsciousness, and 
other central nervous system effects. 
Eye Contact: Slightly irritating, but will not injure eye tissue. 
 
Additional Information: Health studies have shown that many petroleum hydrocarbons pose potential human health 
risks which may vary from person to person. As a precaution, exposure to liquids, vapors, mists or fumes should be 
minimized. 
Acute Test of Product: 
Acute Oral LD50: Not Available. 
Acute Dermal LD50: Not Available. 
Acute Inhalation LC50: Not Available. 
 
Carcinogenicity Comment: No additional information available. 
Reproductive Toxicity/ Teratogenicity/ Embryotoxicity/ Mutagenicity: Not Available. 
 

SECTION  12 -  ECOLOGICAL INFORMATION  

 
Ecotoxicological Information: 
Ingredients   Ecotoxicity - Fish Species Acute Crustaceans        Toxicity: Ecotoxicity - Freshwater 
    Data        Algae Data 
Naphtha (petroleum),Hydrotreated Heavy  Not Available.       Not Available.    Not Available. 
 
Other Information: 
 

SECTION  13 -  WASTE DISPOSAL 

 
Disposal method: Dispose of small quantities with dry absorbent material. Place waste material outside. For large spills, 
evacuate area, ventilate to provide fresh air. Check with local environmental department, and government authorities. 
 

SECTION  14 -  TRANSPORTATION INFORMATION  

 
 

SECTION  15 - REGULATORY INFORMATION  

 
MSDS Prepared by: Technical Dept.      Telephone:  (905) 682-8888 
 

SECTION  16 -  OTHER INFORMATION  

 
References: Suppliers Material Safety Data Sheets.    Preparation Date: July 1/2011 
 
NOTICE: The data and information presented herein are based upon tests, research and reports which are considered by us to be reliable and believed 
to be accurate.  The data and information are presented without warranty, guarantee or liability on our part, and are presented to the customer for his 
own consideration, investigation and verification. If user requires independent information on ingredients in this or any other material, we recommend 
contact with Canadian Centre for Occupational Health and Safety (CCOHS) in Hamilton, Ontario (905 572-4400) 

 

 


